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  Conductor 

XLPE  
XLPE insulation

XL-PE (LF) 
Lead Free Irradiated XL-PE Wire

LCD

1. PBBs PBDEs 

RoHS

2. UL

1. UL Subject 758

2. 150 , 3KV      

3. UL VW-1                

4.  

Note: Conductor Tinned annealed copper. ( 7 stranded may be top-coated )

Application   

Internal wiring of backlight Unit of LCD monitor and narrow space 

where high voltage is needed.

Characteristics:                          

1. No use PBBs, BPBDEs flame retardant complies with RoHs 

requirement   

2. Insulation cross-linked by irradiation, complies with UL and 

excellent thermal stability

Description:                          

1. Approved by UL standard

2. Rating: 150 , 3KV

3. Passed UL VW-1 Flame test          

4. Conductor:Stranded or solid
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Conductor Insulation
Cond. 
Resist

Ins.
Resist.
(min.)

Diel. 
Strength

Stand. 
Length

Size Composition Diam
Nom. 
Thick

Diam

AWG No/mm  mm  mm  mm
(20 )

/km
(20 )

M -km
ACV/1min FT

28 * 7/0.127 0.38 0.34 1.06 239.0

15 7000

2000

  OR

10000

( )

28 19/0.08 0.4 0.34 1.08 239.0

26 7/0.16 0.48 0.34 1.16  150.0

26 * 19/0.102 0.51  0.34 1.19  150.0

24 19/0.127 0.64  0.34 1.32  94.2

22 19/0.16 0.8 0.35  1.5  59.4
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